
HFT 2.0 Each Side of Speaker
Mid-Height HFT Standard Rear

Mid-Height

HFT-X Top of Speaker
Facing Up

HFT Standard 
Close to Port

HFT-X Top of Speaker
Facing Up

HFT-X Below Tweeter
Adjust Closer to Ear Height
for More High Frequency

HFT Standard
Close to Port

HFT 2.0 Each Side of Speaker
Mid-Height

HFT Standard Rear
Mid-Height

HFT 2.0 on Both Sides 
Mid-Height

HFT-X Top of Speaker
Facing Up

HFT-X Top of Speaker
Facing Up

1 HFT 2.0 on Each Side of Speaker
Mid-Height HFT Standard Rear of Speaker

Mid-Height

HFT 2.0 on Each Side of Speaker
Mid-Height

HFT Standard Below
Port or Between Port and Woofer

HFT-X Below Tweeter
Above Mid-Range

HFT-X Top of Speaker
Facing Up

HFT Standard Rear of Speaker
Mid-Height

HFT Standard Rear Port

HFT-X Below Tweeter
Above Mid-Range

HFT-X Top of Speaker
Facing Up

HFT Standard Below Woofer

HFT 2.0 on Both Sides 
Mid-Height

1 HFT 2.0 on Each Side of Speaker
Mid-Height

HFT-X Top of Speaker
Facing Up

HFT Standard Below Port

Rear Port Rear Port

HFT SPEAKER PLACEMENT GUIDE

Front  Port Front  Port

HFT Standard Rear Port

HFT-X Below Tweeter
Above Mid-Range

HFT-X Top of Speaker
Facing Up

HFT Standard Below Woofer

HFT 2.0 on Both Sides 
Mid-Height

No Port

Monitor Front  Port Monitor Front  Port

No Port

HFT 2.0 Each Side of Speaker
Mid-Height

HFT Standard Rear
Mid-Height

HFT X Top of Speaker
Facing Up

HFT 2.0 Each Side of Speaker
Close to Woofer

HFT Standard Each Side of Speaker
Below Woofer

HFT-X Below Tweeter
Above Mid-Range
Adjust Closer to Ear Height
for More High Frequency Energy

HFT X Top of Speaker
Facing Up

HFT Standard Rear
Mid-Height

HFT Standard Rear
Mid-Height

HFT 2.0 on Both Sides 
Mid-Height

HFT Standard 
3 - 12 inches from Floor

HFT 2.0 on Both Sides 
Mid-Height

HFT-X Top of Speaker
Facing Up

HFT-X Near Tweeter
Adjust Closer to Ear Height
for More High Frequency Energy

HFT 2.0 on Each Side of Speaker
Mid-Height

HFT Standard Rear
Near Port

HFT 2.0 on Each Side of Speaker
Mid-Height

HFT Standard Rear
Near Port

HFT-X Center
Adjust Closer to Ear Height
For More High Frequency Energy

HFT Standard 
Near Woofer

HFT 2.0 Each Side of Speaker
Mid-Height

HFT-X Top of Speaker 
Facing Up

HFT Standard Rear
Mid-Height

HFT-X Top of Speaker
Facing Up

HFT 2.0 Each Side of Speaker
Mid-Height

HFT-X Top of Speaker
Facing Up

HFT Standard Rear
Mid-Height

HFT 2.0 Each Side of Speaker
Mid-Height HFT Standard Below Mid-Range

HFT-X Below Tweeter
Adjust Closer to Ear Height
for More High Frequency Energy

HFT 2.0 Each Side of Speaker
Mid-Height HFT Standard

Close to Port

HFT-X Top of Speaker
Facing Up

HFT 2.0 Each Side of Speaker
Mid-Height HFT Standard Below Mid-Range

HFT-X Below Tweeter 
Adjust Closer to Ear Height
for More High Frequency Energy

HFT Standard
Close to Port

HFT-X Top of Speaker
Facing Up

Monitor Rear Port Monitor Rear Port

Monitor No Port

Electrostatic

Planar

Side Firing Woofer

Monitor No Port

Electrostatic

Planar

Side Firing Woofer


